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Technical delivery specifications for the AT installation 


The butane requirements for the AT installation are 15,099 kg/h, The 
total products must consist of the following quantities of butane: 


Main products 
Description Quantity produced 
ke /p weight @ 
A.T. Gasoline 13,225 85.57 
A.T. Residue 270 1,85 
w~iet. Pentane caer 
13,692 90.72 
oduct. 
Description Quantity produced 
<1): a ie) 
Propane 319 2.11 
Heating gas 
1,127 745 
SLL,.Losses 
Kind : “Quantity produced 
ee RTS <1): SEO C18 ie 
1) in acid tar and 
Al C13 sludge 11 0.07 
2) jn ration | BOD rrertmrtnen ne ee FO... 
280 1.83 
I, Main products 13,692 ke/h 90.72 & 
II. By=products 1,127 * 7.45 


IIL, Losses 280" te 83 
Totals 15,099 ke/h ido  % 


a) A.T, Residue and A.T. Pentane go back into the production process. 
b) Propane and heating gas are consumed. 
The AT gasoline must have the following properties: 


Octene count (unleaded) at least 92 

Density (specific weight) at + 15°C 0,700 to 0,720 

Seginnin;; of boiling ; not under t 80° G 

End of boiling . not under + 200° 

Reaction of the residue after distillation: neutral 

Aniline point + 73° to + 74°C 

Steam pressure according to "Reid" at+ 37.9°C maximum 0,25 atm. 

Residiwe on evaporation maximum 5 mg from 100 on? 

Sulphur content mneximim 0,05 weight % 
ry ont 
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CENTRAL INTELLIGENCE AGLNCY 25X1A 
ATTACHMENT ONE a a 
Isdine count maximum 3¢ each 100 g 
Melting point not over 60° 
Corrosive action (Copper strip testing) negative 
Inhibitor content ; 0.01 weight 4 
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